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COMMENTS ON "65% REVIEW" DRAWING 5 

Sheet At 4" dimension on Receiver Site plan 

between sidewalk and building earner 
should be 4' . (feet) 

Sheet A2 Door 7 Ac 6 on basement plan should be 

Interchanged (vault door on exterior). 

Plan Kitchen refrigerator N.I. C « 

Note above second floor plan - repainting to be limited to damaged areas 
and new work. 


Sheet A3 


Steel A4 Section 1 


Section 3 
Section S 


Sheet AS 


Delete hexagonal block. 

Under finish schedule rooms 101 - 1 19 
and 201 - 208 note painting of damaged 
ami new work only. 

Under deer schedule vault door is to be 
the exterior door. 

Delete hexagonal blocks. 

Show aeeoustie tile on walls down to 
wainscot height. Show rail and give 
dlmansion front floor (4*-0">. Joint 
filler thickness (3/4") should be shown. 
Stow base material (rubber). Stow 
reatiiem flooring material (vinyl* 
asbestos). 

Delete aeeoustie tile on ceiling. 

Give dimensions of bent eecurtty rod In 
concrete (4 - S”) and depth of Imbedment 
of straight rod (3"). Show vault door 
hanging details. 

Deletions - Title block correction. 


Sheet A6 Include space for switchgear to be located 

In power house. Xu sections indicate 
lo uvermate rial . Indicate Section line 
on plan and Identification of elevations. 
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Sheet A7 


Sheet Si 


Sheet 82 


Sheet S3 


Antenna 

Foundation 

Sheet 


Change elevations . Show that road as 
well ae hell ding floor Hoes are above 
probable flood area of the plain. Check 
need for concrete steps if elevation of 
roadway is effected. 


Section 3 Change dimension arrow to S'-O" from 

column. 

Section 1 Show staggering of steel on each face to 

meet Security requirement of 6** o.e. 
each direction. 

M inimum thickness of roof over vault 
arm to be ala inches . Reinforcing 
steel most be #4 bars 6 Inches o.c. 
both ways throughout vault area (negative 
moment steel acceptable as shown. 
Fasitive steel spacing te be reduced 
where aegative steel doesn't cover.) 

Section 4 Indicate depth of do welling into existing 

beam |4"), 

Roof Plan Show section line. 

Foundation Plan Add etoel to foundation blocks 

(temperature steel as minimum). Re* 
locate concrete pad for switchgear to 
corner of building. Add temperature 
steel. 

Identify sections shown. 

Beams B2 and B3*should 64" beam have 
a break line shown or Is l'-6" dimension 
en end in error or simply out of scale 
Show spacing ef 4 #4 EF horisontsl rods. 
Indicate whether or rot the vertical #3©t 
are stirrups. 

Section BB Concrete anchor In lieu of patented 

anchor required. 
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Section CC 


Untitled 

Mechanical 

Sheet 


Untitled 

Electrical 

Drawing 


Mechanical 
Drawing for 
Fewer Plant 


STATINTL 


Eliminate word* "or below frost line**. 
Eliminate words "as required" and 
give number, beading requirements, 
•nd spacing of reinforcing rods. 
Show top of base as being above 
flood line. 


Indicate incinerator to be Government-' 
furnished. Relocate outlets for toilet 
exhaust to be more remote from intake 
to fan colls 1 and (particularly) 2. 
Eliminate reference to grilled masonry 
wall. Relocate coiling exhaust fan from 
utility room (5) to kitchen (7). Room H 
will use an existing window A/C. There- 
fore room 6 air conditioning can bo ducted 
directly off of the 26” x »« duct alongside 
the toilet room wall. 


Relocate panel "MDP" to radio room wall 
that is common with the kitchen. Also 
change panels "TB". "TC’% "TA", "MU", 
and "MT". 

On riser diagram indicate auto transfer 
switch to be located In power plant. 

Show relocation of existing transfer switch. 


Hand pump piping should also be through 
strainers- Reinforcing steel for tank 
housing should be shown (here or else- 
where). 


Sheet Showing 


Correct reference to mute transfer switch 
in building. 

Show power line from existing power pole 
to New Power Building. 



Last Sheet 


Provide buried conduit with hand holes 
in lieu of trench. 
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COMMENTS 0„ m 

^^^^^^■sPECIilCATIONS 



DIVISION 1 


Section 1C 

Paragraph 2 

Paragraph 2 

I 

j 

Provide temporary toilet troughs, ... 

("number required") 

... maintain where directed, (A) j 

weather tight . . . 

... office for use of the Supervisor j 

of Construction, ... 

"chat sice" | 



DIVISION 2 ! 

•W*’ 

Section 2A 

Paragraph 3 

... Items shall he prepared ... 
specify how prepared— "cleaned, 
wrapped, crated?" 



Paragraph 4 

Specify that "Government representatives 
a ra to actually cut any utilities off." 



Paragraph la 

• • .joints made in an approved manner. 

Specify what manner. 



Paragraph lb 

. . .with picked oakum gaskets. . . 

"why not allow pre -farmed? " 

— 

Section 2E 

Paragraph lb 

• . . entitled to extra compensation 
add "for its removal." 



Paragraph lg 

• • . not over S" thick and puddled and. . . 

Areas to be graded brought to . . . 

Ddete words "and puddled" , , . 

**brought". 



Subparagraph 2 ... in largest dimension, "nor 

•mailer than #4 sieve alae" 




• . .in conjunction with compacting, 

"puddling not allowed. " 




. . .that will permit proper compaction. 

"Give table of compaction requirements , " 
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Section 2F 


Subparagraph 3 
Paragraph Id 


Consider "soil poisoning under a lab". 

• • .areas shall hare a base course of . . 
This should read "sub bass". 


Paragraph le ... and asphalt-plant mixed. ... 

The asphalt content shall be 5 - T% and 
•hall be the best available. 

"Give gradations including binder 
material if required. " 

Paragraph If . . .1" thick sand. . . "describe sand 

(clean* hard, durable)." 

Sieve else *(U.S. standard square mesh) 
or give dimensions rather than number 
designation." 


Percent passing 
65 - 95 
20 - 45 
5-30 
0-05 


DIVISION 3 


Sectien 3A Paragraph 2b 
Subpara 2 


Paragraph 3a 


Section 3B 

Section 3H Paragraph lb 


Paragraph 2a 


No concrete "shall be" installed. . . 
Provide for a test batching and com- 
pressive testing prior to use in 
construction revision if required. 

New concrete "shall be" placed. . . 

No concrete "is" to be . , « 

... without use of tremle. 

Interior floor slabs shall be screeded. 

Liquid floor hardener shall be LapidoUth 
as manufactured by L. Sonnebom Sons, 
Inc*, New York, New York, "or equal as 
approved by" (see general bote) 

Delete "LapidoUth" 
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STATINTL 


eamms ok I 


Section kA 


Section he 


Section 5A 


Paragraph 3 


Paragraph la 


Paragraph la 
Paragraph lh 


Beuragreph 11 


Paragraph Ij 


DIVISION k 

... all unite shall be SHUTS) 
with eater MUfj allowe d ♦ * . 

. . . with all joints BUTTERED 
SOLXSLY. 

8«g for 8" valla, 0® EQUAL, 
SATISFACTORY TO THi 


SSsES 


"Bws&iah" {<&ffiarcoR SEasssmf to 

BE ''SWEDISH”) . 

All «qg o— & v oric shall be . * • 
sehks EXPOSED. 

. , . by Cfaeleea Sha and Blower 
Cb«> Inc., Plainfield, Sew Jersey , 
OR EQUAL. 

Set threahold in matte . . ♦ 
mm size screws , mm Lmsrm 


amsxoK 6 

Section 6C Paragraph la ADD: ("See Section 7F, ia M ) 


aiviaioii 7 

. , . using not loea than 30 
pounds per 100 afunre feet. 

, , . CaBbridge, t wa warhn eetta; 
WHIT IS mm OF JWS®1AL by the 
Allied 6h«aieal Corporation? 

. . . Barrett, Celotex or U.3. 
gypsum, OR EQUAL AS APPROVED. 

The deck aunt be clean, hard, 
AM) r-siootb. SSLET3 "AHD FREE 

mm frost or the biscts of 

IftOSI." 
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Section 7A Paragraph 2a 


Section 7E Paragraph lb 


Section 7F Iteagraph lb 


Paragraph 
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Section QA 


Section 8 b 


STATINTL 


omwms 


IspEci/rcmom 


liXYXSIOJI 8 

Paragraph lb Interior Poore : Door shall be 

mortised for 3 - 3 j * 3 £ 
5,0.1. template - * * (A3® 

"3" BEFORE SIZE). 

B rterlor Poors : Door shall be 
aS^'ised ’for 4 I" x ? 

{ASS TEE MISSING OIHffllSIOH) 

tea^late . . . 

Paragraph lb Hinas 4*abs are mortised for 

rp or 3 I* 

teosplste hinges a nd loch Ji bn 
art prepared for GCJfERJKBST 
shkibb 160-161 lock strike. 

ADD ; "OOmMT FJfJXSnSD" 
vault deers - . . Model So. 
IQ-32, DELETE EQUAL". 

JON) A SECTION COmiSG WIHDC¥ 
JSMMISi. 
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